
DRIVER  DALI-2  24V IP65

Dali-2 DT6 Constant Voltage driver 24Vdc IP65 PWM 
Driver Dali-2 DT6 tension constante 24Vdc IP65 PWM

A624DA2

Puissance de sortie    Output power 
60w - 90w - 120w - 200w

Signal de sortie    Output

PWM‐CV

Protocole de gradation    Dimming Protocol 
DALI-2 DT6

Indice de protection    IP rate 
IP65

Température d’utilisation   Operating temp.

‐20°C / + 45°C

Tension de sortie   Output voltage 
24 Vdc

Normes sécurité   Safety standards

IEC62386-101,102,207,251;EN55015;EN61000-3-2;EN61000-3-3;ROHS2

Data can be modify anytime - 09/09/2022 
Données susceptibles de modifications sans préavis

W. www.atea.fr/624da2.pdf
E. sales@atea.fr

T. +33 (0)1 41 36 07 70
A. 138 avenue Aristide Briand - F.92220 Bagneux - France

Garantie   Warranty
3 years

Dimming principle for PWM style output
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Output PWM frequency : 
2.5KHz fixed (DA2 type)

Duty cycle(%) = ×100%
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REFERENCE Puissance Dimensions
A624060DA2 60 w 150*53*35mm
A624090DA2 90 w 171*63*38mm
A624120DA2 120 w 191*63*38mm
A624200DA2 200 w 195*68*40mm




